


Portable Solar SystemPortable Solar System

Battery

Work time
Product size
Solar power
Function

: 6V 4500mAH
  rechargeable lead-acid
: 5hours / bulb:15-20hours
: 70*55x205mm
: 3.5W panel / 3W bulb
: - 3 remote switch bulb

- MP3 player
- M Radio USB
- Charging to the mobile phone

SD-8216 Solar Radio System

Battery

Work time
Product size
Solar power
Function

: 6V 4500mAH
  rechargeable lead-acid
: 8hours / bulb:12-30hours
: 170*60x120mm
: 3.5W panel/ 3W bulb
: - 3 remote switch bulb

- USB
- Charging to the mobile phone
- Spotlight
- Lighting

SD-7

Battery

Work time
Product size
Solar power
Function

: 6V 4500mAH
: rechargeable lead-acid
: 8hours / bulb:12-30hours
: 170*60x120mm
: 3.5W panel/ 3W bulb
: - 3 remote switch bulb

- USB
- Charging to the mobile phone
- Spotlight
- Lighting

SD-8017 Classic Solar System

Application range
Solar power
Solar cell

Wire length
Product size

: Charging 3-6V batteries
: 6V / 9V 3.5W panel
: Polycrystaline sillicon
  Water Proof
  Max current 400 MA
: 10FT
: 260*150*15mm

SD-10X Solar System

Solar Light Bulb
: 9W �66mm*110mm
: > 50000 jam
: 3 tahun
: 7-8 jam
: 4-5 jam
: CE, ROHS, EMC, LVD
: IC Driver
: 90-100lm/w
: 2700K/4500K/6000K
: Ra > 80
: 180°
: 1200mA
: >0.95
: >85%
: IP65
: AC85-265,50-60Hz
: -35~ 45°C
: Luar Ruangan,Kamping. Etc
: 1-5M

Daya
Daya Tahan
Garansi
Waktu Pengisian
Waktu Penggunaan
SertifikatChip Type
Driver Type
Efisiensi
Temperatur Warna
CRI > 80
Area Cahaya
Baterai
PF
Efisiensi Daya
IP
Tegangan Input
Suhu Operasional
Kegunaan
Rekomendasi Tinggi Pemasangan

Produk Kami 



Produk Kami 



On-Grid Solar System

Poly Solar Panel

Off Grid Inverter

PWM Charge Controller

PV array combiner box  

Mounting Bracket 

PV Cable 

Paket terdiri dari

Connector 

1 KW

3 KW

5 KW

10 KW

20 KW

25 KW 

Rp. 250K / bulan

Rp. 750K/ bulan

Rp. 1.25 jt/ bulan

Rp. 2.5 jt/ bulan

Rp. 5 jt/ bulan

1 jt/bulan 

2 jt/bulan

3 jt/bulan

5 jt/bulan

8 jt/bulan 

Dapatkan harga spesial dari kami

Paket Harga Mulai Hemat Hingga

1 KW

3 KW

5 KW

10 KW

20 KW

25 KW

Rp. 250K / bulan

Rp. 750K/ bulan

Rp. 1.25 jt/ bulan

Rp. 2.5 jt/ bulan

Rp. 5 jt/ bulan

1 jt/bulan 

2 jt/bulan

3 jt/bulan

5 jt/bulan

8 jt/bulan 

Dapatkan harga spesial dari kami

Paket Harga Mulai Hemat Hingga

Poly Solar Panel

Grid Tie Inverter

Mounting Bracket

PV Cable 

Connector   

Paket terdiri dari

1

2

3

4

5

DC/
AC

DC/
AC

1

2

3

4

5

6
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Portable Solar SystemLED Solar Lamp

Chip
Chip Lumens
Controller
Battery
CCT
Beam angel
Working temperature
Installation method
Available in

Full set with bracket, IP65, Gray/white available

: Epistar
: 140lm/w
: Bosun patent MPPT
: LifePo4
: 3000-6000K
: 120°*70°
: -20°-50°
: pole/wall
: 20W, 30W, 50W

Chip
Chip Lumens
Controller
Battery
CCT
Beam angel
Working temperature
Installation method
Available in

Full set with bracket, IP65

: Epistar
: 150lm/w
: Bosun patent MPPT
: Lithium
: 3000-6000K
: 70°*150°
: -20°-50°
: pole/wall
: 60W, 90W, 120W

Chip
Chip Lumens
Beam angle
Working time
CCT
CRI
Installation height
Installation
Material
Available in

IP65

: Epistar
: 150lm/w
: 135°*75°
: 12 hours
: 6000K
: >80
: 4-12m
: pole
: aluminum
: 40W, 50W, 60W, 80W, 100W, 120W

Chip
Chip Lumens
Controller
Battery
CCT
Beam angel
Working temperature
Installation method
Available in

Full set with bracket, IP65, With motion sensor

: Epistar
: 150lm/w
: Bosun patent MPPT
: Lithium
: 3000-6000K
: 70°*150°
: -20°-50°
: pole/wall
: 15W, 30W

SD-AIO-ABS SD-GMXS

SD-AIO-QBD SD-AIO-SE

SD-AIO-MTX

Chip
Chip Lumens
Battery
Installation

Material
Installation height
Available in

All in one package, IP65

: Epistar
: 140lm/w
: LifePo4
: Wall/Pole, with
  adjustable adapter
: Aluminum (ADC12)
: 4-6m
: 40W

SD-AIO-YLH-A

Chip
Chip Lumens
Installation

Material
Installation height
Available in

All in one package

: Epistar
: 140lm/w
: Wall/Pole,
  with adjustable adapter
: Aluminum (ADC12)
: 4-6m
: 60W

SD-AIO-YLH-B

Chip
Chip Lumens
Installation
Material
Installation height
Available in

IP65

: Epistar
: 140lm/w
: pole, with adjustable adapter
: Aluminum (ADC12)
: 4-10m
: 30W, 60W, 80W

SD-AIO-YLH-C

: Epistar
: 120lm/w
: Bosun patent MPPT
: LifePo4
: 3000-6000K
: 120°
: -20°-50°
: pole
: 20W, 40W, 50W, 60W, 80W

Chip
Chip Lumens
Controller
Battery
CCT
Beam angel
Working temperature
Installation method
Available in

With/Without motion Sensor, IP65



Solar Flood Light

Solar CCTV & Light

Chip
Chip Lumens
Material
Functions

Parts

Available in

IP65

: Epistar
: 110lm/w 4. CCT: 6000K
: Aluminum
: Time Control, Brightness Controll, 
  Logo Display, Battery Power Display, 
  Time Display, Energy Saving Mode, 
  Warning Light
: 5 meters of water-proof cable, 
  U Shape Holder, Remote Controller, 
  Screws
: 40W, 60W, 100W, 200W

SD-SFL

Voltage
Chip
Lumen
Controller
Material
Charge time
Camera working time
Available in

IP65

: 12V
: Epistar
: 3000lm
: Patent MPPT controller
: Aluminium
: 4-5 hours
: 24 hours
: 60W

SD-KQ60B

Solar HD Box Camera With Light

Solar HD Circle Camera With Light
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